
MWHR14PC PTFE Hose
Speci�cation Sheet

Midwest Hose 
& Specialty, Inc.

Corporate Headquarters
3312 S. I-35 Service Road
Oklahoma City, OK 73129
405 - 670 - 6718

Find nearest location
www.midwesthose.com

APPROVAL PROCESS

JOB: DATE:

MEETS DIMENSIONAL SPECIFICATIONS:       YES       NO

MEETS MATERIAL SPECIFICATIONS:       YES       NO

MEETS PRESSURE / TEMPERATURE SPECIFICATIONS:       YES       NO

NOTES:

ENGINEER NAME:

ENGINEER SIGNATURE:

Print setting must be on 
best quality for scanning
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MWHR14PC PTFE Hose

TEST DOCUMENTATION

MWHR14PC-04
MWHR14PC-05
MWHR14PC-06
MWHR14PC-08

inch
Braid ID Braid OD

inch

Bend 
Radius

psi
Min BP

psi
Max WP

lbs./ft.
Weight

Tolerance (in.) Tolerance (in.)

1,000
1,300

4,060
5,220

Fitting
Series

PCC

1.6
1.2

2.0
2.3

0.3” +/- .024”
0.27” +/- .024”

0.38” +/- .024”
0.49” +/- .031”

MWHR14PC-12
MWHR14PC-16

2.8
3.2

10.1
10.1

13.4
17.5
26.9
37

0.78” +/- .031”
1.1” +/- .031”

0.49” +/- .024”
0.45” +/- .024”

0.59” +/- .024”
0.71” +/- .031”
1.06” +/- .031”
1.37” +/- .031”

870 3,450
650 2,600
435 1,880

940 3,750

MWHR14PC W
r

1/4
5/16
3/8
1/2
3/4

1

Tube  
Cover Stainless steel braid


