[n .. Pressure Washer Hydraulic Hose
Specification Sheet

BN
% *My~ MWHPWBK 06 3/8” 3000 PSI W.P. FLAME RESISTANT USMSHA [

Tube Synthetic Rubber Cover Synthetic Rubber
Reinforcement One high tensile steel wire braid
it R —
Pressure 10 O @ | 2| g | 08F| =
Washer ID oD MaxWP | MinBP |BendRadius| Weight Fitting Normal Reel
inch | Tolerance (in.) | Tolerance (in.) psi psi inch Ibs./ft. Series Quality
MWHPWBU-04 | 1/4 | 0.260 +/-.012 | 0.520 +/-.020 3.9 0.15 500
MWHPWBU-06 | 3/8 | 0.386 +/-.012 | 0.677 +/-.020 | 3,000 12,000 5.1 0.22 2WB 400
MWHPWBU-08 | 1/2 | 0.508 +/-.024 | 0.813 +/-.030 7.1 0.27 350
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RN -40° F to 250° F hydraulic service

APPROVAL PROCESS

(" 108: DATE: )
MEETS DIMENSIONAL SPECIFICATIONS: []YES [JNO
MEETS MATERIAL SPECIFICATIONS: [_]YES [[JNO
MEETS PRESSURE / TEMPERATURE SPECIFICATIONS: [JYES [ JNO
NOTES:

ENGINEER NAME:
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