
Code
Female JIC Swivel
Male pipe/pipe nipple
Male pipe hex
Imperial Tube End
Grooved (Victaulic)
Fixed Flange 150#
Fixed Flange 300
Floating Flange 150#
Floating Flange 300#

Weld-neck Flange 300#
TTMA Flange#
Pipe Stub end 150#
Pipe stub end 300#
Reuse Customer End

FJX
MPP
MPH
TBE
GRV
FL150
FL300
FF150
FF300
WF150
WF300
TTMA
BW150
BW300
RCE

Description

Fitting Types

# of 
Braids

0
1
2

Hose
ID

Fitting
Material
C Carbon
4 304
6 316
B Brass

Fitting
Size 
#1

Fitting
Type 

#1

Fitting
Size 
#2

Fitting
Type 

#2

Length

Braid
Material

4
6

304
316

Hose
Pressure

Hose
Flexibility
S Standard
F Flexible

Metal
Hose

Annular
Material
4  304
6  316
1  321
H  Hastelloy

S Standard
H High

MH1SS4132 - 4 32 MPP- 432 FF150 -20.00IN

Fixed x Float
1”  MH1SS4116-616FF150-616FL150-20FT-TVM
2”  MH1SS4132-632FF150-632FL150-20FT-TVM
3”  MH1SS4148-648FF150-648FL150-20FT-TVM
4”  MH1SS4164-664FF150-664FL150-20FT-TVM
Male Pipe
3/4”  MH1SS4112-412MPP-412MPP-20FT-TVM

Stainless Steel Metal Hose
Speci�cation Sheet

Midwest Hose 
& Specialty, Inc.

Corporate Headquarters
3312 S. I-35 Service Road
Oklahoma City, OK 73129
405 - 670 - 6718

Find nearest location
www.midwesthose.com

APPROVAL PROCESS

JOB: DATE:

MEETS DIMENSIONAL SPECIFICATIONS:       YES       NO

MEETS MATERIAL SPECIFICATIONS:       YES       NO

MEETS PRESSURE / TEMPERATURE SPECIFICATIONS:       YES       NO

NOTES:

ENGINEER NAME:

ENGINEER SIGNATURE:

Print setting must be on 
best quality for scanning

2”

3”

4”

6”

8”

Stainless Steel Metal Hose

Stainless Steel Metal Hose
• Available in sizes 1/4” - 12”
• Operates in high/low temperatures
• Fire safety up to 1200° F
• No permeation of gases
• Full vacuum
• Annular is hydroformed, a process that enhances �exibility
and extends life of hose
• Suitable for oils, chemicals, gases, exhaust gases, water, 
steam, vacuum, etc.
• All hoses leak tested under water
• Safety Factor 4 to 1

Fluid Compatibility
Guide

Metal Hose
Applications Guide

Metal Hose Care and
Installation Guide, 

Glossary

Helpful Hose Routing 
Calculations

0
1
2
0
1
2
0
1
2
0
1
2
0
1
2

2.60
2.72
2.84
3.78
3.88
3.98
4.85
4.98
5.10
6.87
7.10
7.33
9.09
9.19
9.28

15
516
826
10

316
506

8
232
371

5
165
264

6
234
374

23
774

1,239
15

474
758
12

348
557

8
247
396

9
350
561

15.00

22.00

27.00

36.00

40.00

0.90
1.52
2.14
1.21
2.00
2.80
1.69
2.68
3.68
3.47
4.75
6.04
5.56
9.44

13.36

2”

3”

4”

6”

8”

inch
ID

inch
OD

psi psi
Max WP Test Static Dynamic

inch inch

Bend Radius
r

lbs/ft
Weight

WBraid
Layers

5.00

9.00

13.00

19.00

20.00

Annular, expands
if no braid

Braid


