[o « Yellow Multipurpose Air 500 PSI
Specification Sheet

Q)@ )@ - MWHMP500-16 1” 500 PSI WP ELECTRICALLY

Part Number MWHMP500-XX

Yellow Multipurpose [ A ] 3
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Non-conductive arld MSHA approved ID oD Max WP | Radius Weight Quality
hose can handle air, oils, fats, kerosene, " " " 5
) inch inch psi inch | lbs/ft feet
gasoline, and petroleum products.
1/4 .63 1.50 0.14
Tube Nitrile/PVC blend 3/8 .75 2.25 0.21 500
Cover Carboxylated Nitrile/PVC blend, MSHR approved 1/2 91 500 3 0.24 to
Type C/PVC blend MSHA approved 3/4 1.19 45 0.36 600
Reinforcement 4 textile spirals 1 150 7 051
Safety Factor Minimum 4 to 1 TEST DOCUMENTATION 1 1 IR 1T
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APPROVAL PROCESS
Yellow Multipurpose Air 500 PSI 7 JoB: DATE: N\
O 14 MEETS DIMENSIONAL SPECIFICATIONS: [ ]YES [ JNO
E‘ 3/ MEETS MATERIAL SPECIFICATIONS: [_]YES [_JNO
1/2"
O 3/ MEETS PRESSURE / TEMPERATURE SPECIFICATIONS: [_]YES [_INO
SRE NOTES:
ENGINEER NAME:
KENGINEER SIGNATURE: /
. NEICHEEI I Corporate Headquarters www.midwesthose.com
. MldweSt HOSE Find nearest location 3312 S.1-35 Service Road
m i Oklahoma City, OK 73129
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